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The SECURE cap mounted earmuff is the ideal choice for any work that 
requires head and hearing protection. Its durable construction withstands 
rough environments and the slim design reduces the risk of snagging in 
branches or confined areas. “Snap-in” ear cushions with minimal sweat 
retention and soft foam filling increases the high comfort and are easily 
replaced.

Available in three protection levels, clearly indicated with bright safety colours 
for easy identification and selection.

•	 Slim stirrup design reduces the risk of snagging in confined areas

•	 Colour coding for easy selection and identification

•	 Soft cushions with Smart “Snap-In” System for easy replacement

•	 Fully compatible with Hellberg’s SAFE™ Visor System

SECURE Cap/Helmet mount
Passive hearing protection

PRODUCT DATA SHEET
• SECURE 1C 42001-001
• SECURE 2C 42002-001
• SECURE 3C 42003-001

CAP/HELMET MOUNT
Compatible with most common safety helmets. 
Slim design with reduced risk of snagging.

SECURE 3
For extreme high noise (dB).The best choice in 
low frequency noise (Hz). 

SECURE 1
For general industrial work environments. Best 
choice in low to medium noise levels (dB) and 
medium to high frequency noise (Hz).

SECURE 2
For work environments with a medium to high 
noise level (dB). Best choice in high frequency 
noise (Hz). 



SECURE 2C, ANSI S-3.19-1974, NRR 24dB, CSA A Weight 9.56oz

Frequency Hz 125 250 500 1000 2000 3150 4000 6300 8000

Mean Att. 15.7 20.7 28.8 36.9 35.2 37.0 37.8 39.6 38.6

Std. dev. 2.8 2.1 3.0 2.9 3.2 3.4 2.2 2.4 2.8

SECURE 1C, ANSI S-3.19-1974, NRR-22dB, CSA B, Weight 8.82oz

Frequency Hz 125 250 500 1000 2000 3150 4000 6300 8000

Mean Att. 14.0 17.6 25.9 36.1 32.8 34.6 34.6 35.3 36.8

Std. dev. 2.5 2.0 2.7 3.5 2.7 3.3 2.5 4.0 4.3

SECURE 3C, ANSI S-3.19-1974, NRR 27dB, CSA A Weight 10.58oz

Frequency Hz 125 250 500 1000 2000 3150 4000 6300 8000

Mean Att. 19.4 23.6 33.5 37.9 36.5 35.0 39.4 39.2 39.6

Std. dev. 2.9 2.1 1.9 4.3 2.1 3.3 2.8 2.6 2.4

SECURE 1C, EN 352-3:2002, H-27dB, M-23dB, L-16dB, SNR 25dB, Weight 250g

Frequency Hz 63 125 250 500 1000 2000 4000 8000

Mean Att. 15,0 15,0 14,7 24,7 33,1 26,8 32,2 34,6

Std. dev. 4,2 3,1 2,9 2,9 3,2 2,7 2,8 3,7

APV 10,8 11,9 11,8 21,8 29,9 24,1 29,4 30,9

SECURE 2C, EN 352-3:2002, H-31dB, M-27dB, L-19dB, SNR-29dB, Weight 271g

Frequency Hz 63 125 250 500 1000 2000 4000 8000

Mean Att. 15,0 15,0 21,0 28,1 35,3 34,0 34,0 37,3

Std. dev. 4,1 2,6 3,1 3,5 4,0 3,8 4,5 4,4

APV 10,9 12,4 17,9 24,6 31,3 30,2 29,5 32,9

SECURE 3C, EN 352-3:2002, H-32dB, M-29dB, L-21dB, SNR 31dB, Weight 300g

Frequency Hz 63 125 250 500 1000 2000 4000 8000

Mean Att. 16,4 17,7 23,5 31,8 41,6 36,4 34,2 35,2

Std. dev. 4,3 3,3 4,2 3,5 3,4 3,8 3,9 5,7

APV 12,1 14,4 19,3 28,3 38,2 32,6 30,3 29,5
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HELLBERG SAFETY AB
Stakebergsv 2 • 443 61 Stenkullen • Sweden
info@hellbergsafety.se • www.hellbergsafety.com

ANSI

SECURE Cap/Helmet mount
Passive hearing protection

PARTS

1. Helmet arm POM

2. Ear cups ABS

3. Ear cushion Polyether & PVC-foil

4. Foam liner Polyether

5. Spacer (colour ring) ABS

6. Slot adaptor PA 66
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ORDER INFORMATION

Part no Description

42001-001 SECURE 1C

42002-001 SECURE 2C

42003-001 SECURE 3C

ACCESSORIES

Part no Description

99400 SECURE hygiene kit 1 & 2

99401 SECURE hygiene kit 3

99900 FRESH sweat absorber

ATTENUATION DATA


